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ORS-32

首創不動板㈮設計
The first move does not move 

the board design

㉂動門

外接頭腳踏開關

啟動及急停外接開關

Auto door
External joint foot switch

Start and stop the emergency switch

*規格如㈲變更，恕不另行通知。*Specifications subject to change without notice.
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ORS-42

機型 Model ORS-42

可加工棒材最大外徑 Max. bar capacity 42

最大車削長度 Max. turning length 棒材外徑(Bar capacity)×3

主軸馬達 Spindle motor 5.5/7.5kw

主軸孔徑 Hole through spindle 45

主軸鼻端型式 Spindle nose type A2-5

主軸轉速 Spindle speed 4500

夾頭尺寸 Chunk size 42

㆔爪夾頭尺寸 3-jaw chunk size 6inch 

控制軸馬達(Z/X) Axis control motor(Z/X) 1.5/1kw

行程(Z/X) Treval(Z/X) 260/600

外徑刀柄尺寸 O.D. tool shank size □20×20

固定式內徑刀筒夾 I.D. tool collet ER20

搪孔刀柄徑 Boring tool shank 25

機械尺寸(長×寬×高) Machine dimensions(L×W×H) 2300×1750×1600

機械重量 Machine weight 2000kg

*規格如㈲變更，恕不另行通知。*Specifications subject to change without notice.

•主 軸轉速：4500rpm

• 主軸馬達：5.5/7.5kw

• 油壓筒夾夾頭

•擳 式刀座□20×20

• 內徑刀座 25

• 基礎調整螺絲及墊片

•油 脂潤滑系統

•工 具包×1組

•工 作燈(LED)

• 工作指示燈

•工 件收集器

• Spindle speed：4500rpm

• Spindle motor：5.5/7.5kw

• Hydraulic collect chunk

• Gang type tool rest□20×20

• I.D. tool holder 25

• Leveling bolts and blocks

• Grease lubrication system

• Tool box ×1SET

• Work lamp(LED)

• Pilot lamp

• Parts cather

• 6"油壓夾頭

•油 壓刀塔

•鐵 屑輸送機(含集屑車)

• 送料機

•油 霧收集器

•㉂ 動門

•穩 壓器

• 外接頭腳踏開關

啟動及急停外接開關• 

• 6" hydraulic chunk

• Hydraulic turret

• Chip conveyor(with cart)

• Bar feeder

• Oil mist collector

• Auto door

• Voltage stabilixer

•External joint foot switch

•  Start and stop the emergency switch

ORS-42

首創不動板㈮設計

The first move does not move 

the board design
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OR-12

㉂動門

外接頭腳踏開關

啟動及急停外接開關

Auto door
External joint foot switch

Start and stop the emergency switch
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SL-360

高速精密CNC車床
CNC LATHE
SL Series

高速精密CNC車床
CNC LATHE
SL Series

SL-208

SL-260
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SL-1200

高速精密CNC車床
CNC LATHE
SL Series
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