
INDUSTRIAL LIGHTING AND 
INTELLIGENT SIGNAL LIGHTS

Otennlux Lighting Technology Co.,LTD



Otennlux Light Spirit
Our goal is to create a safe, energy-saving and comfortable light environment for global industrial lighting. For 
this purpose, Otennlux lighting will do its utmost to pursue better quality with a professional and dedicated 
spirit.

Service Philosophy
To provide customers with the best lighting application solutions, customer satisfaction is our standard, and 
customer opinions are the greatest help to the company.

Quality Philosophy
Otennlux lighting pursue zero defects, better, no limit.

Otennlux Lighting Technology Co., Ltd. was established in 2008. It is a high-tech enterprise specializing in the 
design, R&D, production, sales and service of LED work lights, warning lights, electric cabinet lights and visual 
lighting. It is used in the fields of industrial lighting such as machine tools, equipment, processing centers, electri-
cal cabinets, production lines, warehouses, locomotives, inspections, aerospace, shipbuilding, chemicals, and 
medical treatment.



OTENNLUX AS A PRARNER
OTENNLUX offers "customized product" based on the task and the environment.As an "Engineer LED 
light", OTENNLUX has for many years represented premium quality craftsmanship and engineering.
OTENNLUX. The confidence to the best partner.

ideas to drive response

Certifications

CONCEPT DEVELOPMENT

CONSULTING

INDIVIDUAL SOLUTIONS

OEM/ODM

접 수 번 호
(Receipt No.) : 18-080657-01-1

※ 이 인증서는 「전기용품 및 생활용품 안전관리법 시행규칙」에 따른 제품의 안전성 확인에 한정된 것이며, 그 밖의 다른 법률이 적용되는
    제품의 경우에는 해당 법률에 따라 추가로 인증ㆍ허가 등을 받아야 합니다.

1. 전기용품의 안전관리부품 및 재질목록(List of Critical Components)

2. 기본모델ㆍ파생모델의 내용 (Descriptions of the basic and series model)

3. 안전인증의 변경 현황 (Revisions Status)

첨부서류

한국산업기술시험원장
KOREA TESTING LABORATORY

안 전 인 증 번 호
(Certificate No.)

제 조 업 자/수 입 업 자 명
(Manufacturer/importer)

주 소
(Address)

제 품 명
(Product)

기 본 모 델 명
(Basic Model)

파 생 모 델 명
(Series Model)

정격/안전기준상의 모델구분
(Rating)

시 험 기 준
(Standard)

Safety Certificate

: SU11590-18001

: Otennlux Lighting Technology Co., Ltd

:

: LED등기구(고정형)
(LED Luminaires)

: QLED3-118-3

: QLED3-106-3, QLED3-110-3, QLED3-112-3, QLED3-115-3

: AC 220-240 V, 50/60 Hz, 18 W

: KC60598-1(2015-09), KC60598-2-1(2015-09)

「전기용품 및 생활용품 안전관리법 시행규칙」제9조제2항, 제4항, 제10조제2항 또는 제15조제2항에 따라
 안전인증서를 발급합니다.
We Issue This Safety Certificate for the above appliances in accordance with the Article 9(2),9(4),10(2
)or 15(2) of the Enforcement Rule of the Electrical Appliances and Consumer Products Safety Control
Act.

Floor 3, Factory 2#, 4th Xingda Road, Zhongxing industrial park, Pings
han yi Village,Shibi Street, Panyu,Guangzhou City, Guangdong, China

안 전 인 증 서

2019 년 07 월 24 일

Year month day

본 인증서는 제  조  국  명 : 중국

제 조 업 자 명 : Otennlux Lighting Technology Co., Ltd
제조공장의 주소 : Floor 3, Factory 2#, 4th Xingda Road, Zhongxing industri

al park, Pingshan yi Village,Shibi Street, Panyu,Guangzh
ou City, Guangdong, China
의 제품에만 해당함



WORKING LIGHT

ELECTRIC CABINET LIGHT

SPLED1 Series
P27

SLED Series
P28-29

EMLED Series
P24-25

WORKING LIGHT

FLLED Series
P30

OLLED Series
P31

FLOOD LIGHT

KSLED Series
P37

HSLED Series
P36

GSLED Series
P35

FSLED Series
P33

FSLED1 Series
P34

DSLED Series
P32

QLED Series
P04-05

OL60 Series
P06

OL70 Series
P08

BFLED Series
P11

OL60LED-M Series
P07

AL30 Series
P09

AL60 Series
P10

FLED Series
P18~19

FFLED Series
P12

ELED Series
P15

FHLED Series
P16~17

CL30 Series
P14

BL60  Series
P13

OFA Series
P20

TLED Series
P23
TLED Series
P23

OC LED Series
P21~22

Contents

VISUAL LIGHT

OVF Series
P38

OVO Series
P39

OVR Series
P40

SPLED Series
P26
SPLED Series
P26
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SIGNAL LIGHT

OLL Series
P41

OLC Series
P42

MSL Series
P43

BMSL Series
P44-45

OM Series
P53

OLA Series
P52

OSLA Series
P48~49

OB Series
P54

OS Series
P55-56

OLE Series
P57

OLD Series
P58

OL5C/OL6C Series
P46~47

OCS Series
P59

INDICATOR LIGHT

H30/50 Series
P61~62

O30/50/70/90 Series
P60

P81

ACCESSORIES

INTELLIGENT SIGNAL LIGHT

SOUND-LIGHT ALARM AND SPEAKERS

OLG IO-Link Series
P63~65

RS485/RS232 Series
P71

O50 IO-Link Series
P66

T50 Series
P67

B50 Series
P68

I50 Series
P69

USB Series
P70

OS50/60 Series
P50

OLQ Series
P51

OSLA-SPK Series
P72~74

OLSPK Series
P75~78

03

DOLSPK Series
P79~80



With waterproof, oil-proof, anti-corrosion and explosion-proof 
functions
Adopt high-quality aluminum with good heat dissipation and 
transparent toughened glass with high safety
High-quality AC/DC electronic driver, low power consumption, 
protection circuit, long life

·

·

·

Application:
CNC machine tools, machine tool, machining center, cold 
storage, electrical cabinet, freezer, mine and other lighting.

QLED Series Tube LED light

life
50000hⅠor Ⅲ 45mmIP67 ＞80

+55
-25

100%
CNC

4000k~4500k
6000k~6500k M12 1.5M

Type C bracket lamp
280

250 200

0cm

50
25

75
100
cm Measurement distance 100cm

50 7525 100cm
illuminance based on the example 6W  UNIT:lx

LC: Installation Dimension

Type C bracket lamp

LC

LC+16mm

4060

8

50

04



Default: waterproof connector and 
1.5m power cord

Optional: M12 four-core connector

order eg.：

QLED3 C1061- -

C bracket24V DC     6000K～6500K6W

Model Power LD(mm) Num In. Vol BracketColor Tem.LC(mm)

QLED3-103- 3W

QLED3-105- 5W

QLED3-104- 4W

QLED3-106- 6W

QLED3-110- 10W

QLED3-111- 11W

QLED3-113- 13W

QLED3-112- 12W

QLED3-115- 15W

QLED3-118- 18W

QLED3-120- 20W

QLED3-122- 22W

QLED3-126- 26W

QLED3-124- 24W

Luminous Flux＞120 lm/W

QLED3-130- 30W

C=C bracket

1

2

3

4

5

6 D=D bracket

6000K～6500K24V AC/DC

4000K～4500K

6000K～6500K

4000K～4500K

6000K～6500K

4000K～4500K

24V AC/DC

 24V DC

 24V DC

100～277V AC  50/60Hz

100～277V AC  50/60Hz

Type D bracket lamp
LD+16 mm

37
.5

60 40
8

LD

LD: Installation Dimension

135118

235218

192175

320303

320303

352333

472455

442425

532515

618600

667650

742725

902885

807790

10321015

QLED3-140- 40W 12671250

QLED3-150- 50W 15691552

05

www.otennlux.com

Default: waterproof connector and 
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life
50000hⅠor Ⅲ 60mmIP67 ＞80

+55
-25

100%
CNC

4000k~4500k
6000k~6500k M12 1.5M

L: Installation Dimension

Application:
CNC machine tools, machine tool, machining center, cold 
storage, electrical cabinet, freezer, mine and other lighting.

X

X

Y Y

LX(mm) LY(mm)

OL60-6- 6W 285

OL60-9- 9W 325

OL60-13- 13W 475

OL60-17- 17W 505

OL60-20- 20W 670

OL60-24- 24W 775

OL60-32- 32W /

OL60-40- 40W /

1205

1495

Luminous Flux＞120 lm/W

Model Power

X=X bracket

Y=Y bracket

1 6000K～6500K24V AC/DC

24V DC5 6000K～6500K

2 4000K～4500K24V AC/DC

24V DC6 4000K～4500K

3 100～277V AC  50/60Hz 6000K～6500K

4 100～277V AC  50/60Hz 4000K～4500K

·

·

·

The diffuser is anti-glare, so that the operator can work in a 
good and comfortable light environment
With waterproof, oil-proof, anti-corrosion and explosion-proof 
functions
Uniform light distribution, strong color rendering, good 
lighting effect, not glare

OL60 Series Tube LED light

500

350 250

0cm
50

25
75

100
cm Measurement distance 100cm

50 7525 100cm
illuminance based on the example 13W  UNIT:lx

Num In. Vol BracketColor Tem.

305

345

495

525

690

795

6

LX
60 ∅

LY

LY+14mm

60 ∅40



LX(mm) LY(mm)Model Power

X=X bracket

Y=Y bracket

1 6000K～6500K24V AC/DC

2 4000K～4500K24V AC/DC

3 100～277V AC  50/60Hz 6000K～6500K

4 100～277V AC  50/60Hz 4000K～4500K

Num In. Vol BracketColor Tem.

07

X

Y

Tube Type：Borosilicate glass/Transparent Acrylic

OL60LED-M0230- 6W 285

OL60LED-M0248- 9W 325

OL60LED-M0266- 13W 475

OL60LED-M0284- 17W 530

OL60LED-M0296- 20W 670

OL60LED-M02120- 24W 775

OL60LED-M02160- 32W /

OL60LED-M02200- 40W /

1205

1495

60LED-M Series Tube LED light

550

500
320

0cm

50
25

75
100
cm Measurement distance 100cm

50 7525 100
cm

illuminance based on the example 13W  UNIT:lx

order eg.：

OL60LED X1248M0- -

X bracket24V DC     6000K～6500K9W

305

345

495

550

690

795

Luminous Flux＞120 lm/W

X

LX

60 ∅

6

LY

LY+14mm

60 ∅40

∅ 71

64.5

20 20

10
0

∅3

59.2

7

www.otennlux.com



∅ 81

75.6

20

11
6

∅2

69.2

7

life
50000hⅠor Ⅲ 70mmIP67 ＞80

+55
-25

100%
CNC

4000k~4500k
6000k~6500k M12 1.5M

Application:
CNC machine tools, machine tool, machining center, cold 
storage, electrical cabinet, freezer, mine and other lighting.

L(mm)

OL70-6- 6W 285

OL70-9- 9W 325

OL70-13- 13W 475

OL70-17- 17W 505

OL70-20- 20W 670

OL70-24- 24W 775

OL70-32- 32W

OL70-40- 40W

1205

1495

Luminous Flux＞120 lm/W

Model Power

1 6000K～6500K24V AC/DC

24V DC5 6000K～6500K

2 4000K～4500K24V AC/DC

24V DC6 4000K～4500K

3 100～277V AC  50/60Hz 6000K～6500K

4 100～277V AC  50/60Hz 4000K～4500K

·

·

·

The diffuser is anti-glare, so that the operator can work in a 
good and comfortable light environment
With waterproof, oil-proof, anti-corrosion and explosion-proof 
functions
Uniform light distribution, strong color rendering, good 
lighting effect, not glare

OL70 Series Tube LED light

500

350 250

0cm

50
25

75
100
cm Measurement distance 100cm

50 7525 100cm
illuminance based on the example 13W  UNIT:lx

Num In. Vol Color Tem.

L

Mounting bracket

70 ∅

08
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life
50000hⅠor Ⅲ 30mmIP67 ＞80

+55
-25

100%
CNC

4000k~4500k
6000k~6500k M12 1.5M

Application:
CNC machine tools, machine tool, machining center, cold 
storage, electrical cabinet, freezer, mine and other lighting.

·
·

·

Small and flexible, uniform light distribution, good lighting effect
High-quality aluminum with good heat dissipation, good 
durability
With waterproof, oil-proof, anti-corrosion and explosion-proof 
functions

AL30-3- 3W 150

AL30-6- 6W 220

AL30-9- 9W 300

AL30-12- 12W 400

AL30-15- 15W 500

AL30-22- 22W 790

AL30-26- 26W 985

Luminous Flux＞120 lm/W

Model Power

AL30 Series Tube LED light

900

600 350

0cm

50
25

75
100
cm Measurement distance 100cm

50 7525 100cm
illuminance based on the example 15W  UNIT:lx

1 6000K～6500K24V DC

2 4000K～4500K24V DC

3 100～277V AC  50/60Hz 6000K～6500K

4 100～277V AC  50/60Hz 4000K～4500K

Num In. Vol Color Tem.L(mm)

L

L+9mm

30 4.
4

40

www.otennlux.com



10

life
50000hⅠor Ⅲ 60mmIP67 ＞80

+55
-25

100%
CNC

4000k~4500k
6000k~6500k M12 1.5M

Application:
CNC machine tools, machine tool, machining center, cold 
storage, electrical cabinet, freezer, mine and other lighting.

1 24V AC/DC 6000K～6500K

2 24V AC/DC 4000K～4500K

3 100～277V AC  50/60Hz 6000K～6500K

4 100～277V AC  50/60Hz 4000K～4500K

L(mm)

AL60-9- 9W 285

AL60-13- 13W 430

AL60-17- 17W 490

AL60-20- 20W 630

AL60-24- 24W 735

Model Power

·
·

·

Freely adjustable installation
With waterproof, oil-proof, anti-corrosion and explo-
sion-proof functions
Easy installation and low maintenance rate

AL60 Series Tube LED light

260

230 160

0cm

50
25

75
100
cm Measurement distance 100cm

50 7525 100cm
illuminance based on the example 9W  UNIT:lx

Num In. Vol Color Tem.

Bracket

Luminous Flux＞120 lm/W

∅ 71

64.5

20 20

10
0

∅3

59.2

7

60

Adjustable

L
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life
50000hⅠor ⅢIP65 ＞80

+55
-25

100%
CNC

4000k~4500k
6000k~6500k M12 1.5M

Application:
CNC machine tools, machine tool, machining center, cold 
storage, electrical cabinet, freezer, mine and other lighting.

·
·

·

180°adjustable lamp body, more flexible lighting
Ultra-thin lamp body, small space occupation, simple and 
stylish appearance
With waterproof, oil-proof, anti-corrosion and explo-
sion-proof functions

BFLED Series Flat LED light

BFLED-108- 8W 288

BFLED-112- 12W 410

BFLED-115- 15W 500

BFLED-118- 18W 586

1 24V DC 6000K～6500K

2 24V DC 4000K～4500K

L(mm)

Luminous Flux ＞120 lm/W

Model Power In. VolNum Color Tem.

420

350 260

0cm

50
25

75
100
cm Measurement distance 100cm

50 7525 100cm
illuminance based on the example 8W  UNIT:lx

60

30

60

18
0°

L

L+24mm
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life
50000hⅢIP65 ＞80

+55
-25

100%
CNC

4000k~4500k
6000k~6500k M12 1.5M

Application:
CNC machine tools, machine tool, machining center and 
other lighting.

FFLED-108- 8W 271

FFLED-112- 12W 371

FFLED-124- 24W 671

1 24V DC 6000K～6500K

2 24V DC 4000K～4500K

Ultra-thin lamp body, small footprint, simple and stylish arc 
design
With waterproof, oil-proof, anti-corrosion and explosion-proof 
functions
Easy installation and low maintenance rate

·

·

·

FFLED Series Flat LED Light

420

350 260

0cm

50
25

75
100
cm Measurement distance 100cm

50 7525 100cm
illuminance based on the example 8W  UNIT:lx

Luminous Flux ＞120 lm/W

L(mm)Model Power Num In. Vol Color Tem.

L

10.2

L+18mm

57
.5

5.
2 25

22
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life
50000hⅠor Ⅲ 60mmIP67 ＞80

+55
-25

100%
CNC

4000k~4500k
6000k~6500k M12 1.5M

1 24V AC/DC 6000K～6500K

2 24V AC/DC 4000K～4500K

5 24V DC 6000K～6500K

6 24V DC 4000K～4500K

3 100～277V AC  50/60Hz 6000K～6500K

4 100～277V AC  50/60Hz 4000K～4500K

L(mm)

Luminous Flux ＞120 lm/W

BL60-9- 9W 344

BL60-13- 13W 490

BL60-17- 17W 548

BL60-20- 20W 688

BL60-24- 24W 793

Model Power

·
·

·

Classic tubular design, stylish and simple
With waterproof, oil-proof, anti-corrosion and explo-
sion-proof functions
Easy installation and low maintenance rate

Application:
CNC machine tools, machine tool, machining center, cold 
storage, electrical cabinet, freezer, mine and other lighting.

BL60 Series Tube LED light

260

230 160

0cm

50
25

75
100
cm Measurement distance 100cm

50 7525 100cm
illuminance based on the example 9W  UNIT:lx

Num In. Vol Color Tem.

67

L

L+12mm

60 40

60
.3
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1600

500 120

0cm

50
25

75
100
cm Measurement distance 100cm

50 7525 100cm
illuminance based on the example 14W  UNIT:lx

CL30-26- 26W 997

Luminous Flux ＞120 lm/W

Model Power

1 6000K～6500K24V DC

2 4000K～4500K24V DC

Num In. Vol Color Tem.L(mm)

Ⅲ

CL30 Series Tube LED light

IP67 ＞80
100%
CNC

+55
-251.5M

life
50000h

24V
DC

·

·

Uniform distribution of light, excellent color rendering and 
good lighting effects;
Easy installation and low maintenance;

Application:
CNC machine tools, machine tool, machining center, cold 
storage, electrical cabinet, freezer, mine and other lighting.

CL30-7- 7W

CL30-21- 21W

296

CL30-14- 14W 546

802

M12

30

43.6

25
10

6

2

29
.3

28
.8

28.8

L

29.3

L+10mm

1843.6 25

13

14∅
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L(mm)Model Power In. VolNum Color Tem.

Application:
CNC machine tools, machine tool, machining center, cold 
storage, electrical cabinet, freezer, mine and other lighting.

life
50000hⅢIP67 ＞80

+55
-25

100%
CNC

4000k~4500k
6000k~6500k M12 1.5M

ELED Series Flat LED Light

1 6000K～6500K24V DC

2 4000K～4500K24V DC

5 24V AC/DC

24V AC/DC

6000K～6500K

6 4000K～4500K

ELED-12- 12W 373

1600

500 120

0cm

50
25

75
100
cm Measurement distance 100cm

50 7525 100cm
illuminance based on the example 12W  UNIT:lx

·

·

·

Good functions of Water proof, oil proof, anti-corrosion and 
anti-riot
Uniform distribution of light, excellent color rendering and 
good lighting effects
Easy installation and low maintenance

Luminous Flux ＞120 lm/W

390

5.
2

49

373

350

7.4

25

25

www.otennlux.com
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L(mm) W(mm)Model Power In. VolNum Color Tem.

FHLED1 Series Flat LED Light

·High light -1200~1500 lux(150cm)
·The appearance is simple and fashion
·Ultrathin lamp body, using small space

Application:
CNC machine tools, machine tool, machining center 
and other lighting.

life
50000hⅢIP67 ＞80

+55
-25

100%
CNC

4000k~4500k
6000k~6500k M12 1.5M

FHLED1-120- 20W 300

FHLED1-132- 32W 495

120

120
1 6000K～6500K24V DC

2 4000K～4500K24V DC
FHLED1-150- 50W 650 120

1500

1350 800

0cm

50
25

75
100
cm Measurement distance 100cm

50 7525 100cm
illuminance based on the example 32W  UNIT:lx

Luminous Flux ＞120 lm/W

80

L

38
12
0

14

6
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1700

1500 1000

0cm

50
25

75
100
cm Measurement distance 100cm

50 7525 100cm
illuminance based on the example 45W  UNIT:lx

·High light -1200~1500 lux(150cm)
·The appearance is simple and fashion
·Ultrathin lamp body, using small space

Application:
CNC machine tools, machine tool, machining center 
and other lighting.

FHLED2-170- 70W 700 180

FHLED2-145- 45W 375 180

FHLED2 Series Flat LED Light

life
50000hⅢIP67 ＞80

+55
-25

100%
CNC

4000k~4500k
6000k~6500k M12 1.5M

1 6000K～6500K24V DC

2 4000K～4500K24V DC

L(mm) W(mm)Model Power In. VolNum Color Tem.

Luminous Flux ＞120 lm/W

8018
0

375

6

14

38

www.otennlux.com
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Model Power Num In. Vol Color Tem.L(mm)

FLED1-112- 12W 314

FLED1-112-      X 12W 315 1 24V DC 6000K～6500K

2 24V DC 4000K～4500K
FLED2-110- 10W

FLED2-110-      X 10W

314

315

life
50000hⅢIP67 ＞80

+55
-25

100%
CNC

4000k~4500k
6000k~6500k M12 1.5M

FLED Series Working Light

FLED1

FLED2

1600

500 120

0cm

50
25

75
100
cm Measurement distance 100cm

50 7525 100cm
illuminance based on the example 12W  UNIT:lx

2400

1500 1250

0cm

50
25

75
100
cm Measurement distance 100cm

50 7525 100cm
illuminance based on the example 10W  UNIT:lx

Application:
CNC machine tools, machine tool, machining center and 
other lighting.

·High light-700 lux(150cm);
·The appearance is simple and fashion;
·Ultrathin lamp body, using small space;
·High quality of aluminum PCB, lens.

Luminous Flux＞120 lm/W

FLED2 FLED2-XFLED2-X

FLED1 FLED1-X

L+14mm

L

65 30

26
.5

65

60

59 77

L+15mm
L

L+14mm

L

65 30

26
.5

65

59 77
60

L+15mm
L

White frosted glass
lens lamp beads

Reticulated glass
two rows of beads
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Model Power Num In. Vol Color Tem.L(mm)

FLED4-112- 12W

FLED4-112-      X 12W

314

315

1 24V DC 6000K～6500K

2 24V DC 4000K～4500K

FLED3

2100

1400 1200

0cm

50
25

75
100
cm Measurement distance 100cm

50 7525 100cm
illuminance based on the example 8W  UNIT:lx

FLED4

illuminance based on the example 8W  UNIT:lx

1600

500 120

0cm

50
25

75
100
cm Measurement distance 100cm

50 7525 100cm

FLED3-108- 8W

FLED3-108-      X 8W

FLED3-112- 12W

244

245

314

FLED3-112-      X 12W 315

FLED3-125- 25W

FLED3-125-      X 25W

534

535

FLED3-120- 20W

FLED3-120-      X 20W

444

445

FLED4-125- 25W

FLED4-125-      X 25W

534

535

FLED4-120- 20W

FLED4-120-      X 20W

444

445

Application:
CNC machine tools, machine tool, machining center and 
other lighting.

·High light-700 lux(150cm);
·The appearance is simple and fashion;
·Ultrathin lamp body, using small space;
·High quality of aluminum PCB, lens.

Luminous Flux＞120 lm/W

FLED3 FLED3-X

FLED4 FLED4-X

L+14mm

L

65 30

26
.5

65

26
.5

65

59 77
60

L+15mm
L

60

L+14mm

L

65 30 59 77

L+15mm
L

www.otennlux.com

Reticulated glass
lens lamp beads

Reticulated glass
three rows of light beads
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M12

OFA-110- 10W 298

Luminous Flux ＞120 lm/W

1 6000K～6500K24V DC

2 4000K～4500K24V DC

life
50000hⅢIP67 ＞80

+55
-25

100%
CNC

4000k~4500k
6000k~6500k

OFA  Series Tube LED light

·
·

·

Classic and simple shape, slim body
High-quality LED light source, with low power consump-
tion, high efficiency and long life
With waterproof, oil-proof, anti-corrosion and explo-
sion-proof functions

Application:
CNC machine tools, machine tool, machining center, cold 
storage, electrical cabinet, freezer, mine and other lighting.

2400

1500 1250

0cm

50
25

75
100
cm Measurement distance 100cm

50 7525 100cm
illuminance based on the example 10W  UNIT:lx

L: Installation Dimension

2

#1 brown= Not connected
#2 white= Not connected
#3 blue= 0V DC
#4 black= +24V DC
#5 gray= Not connected

3

1

45

Model Power Num In. Vol Color Tem.L(mm)

310

298

M5×421

205
16.5

58
40
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Model Power Num In. Vol Color Tem.L(mm)

Application:
CNC machine tools, machine tool, machining center, cold 
storage, electrical cabinet, freezer, mine and other lighting.

OC1
OC1

·

·

·

With waterproof, oil-proof, corrosion-proof and explo-
sion-proof functions
Uniform light distribution, strong color rendering, good 
lighting effect, no glare
Small size, easy installation and low maintenance rate

OC Series Small Spot LED Light

life
50000hⅢIP67 ＞80

+55
-25

100%
CNC

4000k~4500k
6000k~6500k M12 1.5M 60°

120

25 10

0cm
50

25
75

100
cm Measurement distance 100cm

50 7525 100cm
illuminance based on the example 3W  UNIT:lx

OC1-103- 3W

OC1-105- 5W

OC2-103- 3W

OC3-105- 5W

OC2

750

400 30

0cm
50

25
75

100
cm Measurement distance 100cm

50 7525 100cm
illuminance based on the example 3W  UNIT:lx

1 24V DC 6000K～6500K

2 24V DC 4000K～4500K

50

50

59

59

OC2-105- 5W 59

Luminous Flux＞120 lm/W

30∅

50∅

42

OC2 OC3

��

∅��

∅��

��
��

∅��

∅��
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Model Power Num In. Vol Color Tem.L(mm)

Application:
CNC machine tools, machine tool, machining center, cold 
storage, electrical cabinet, freezer, mine and other lighting.

life
50000hⅠor ⅢIP67 ＞80

+55
-25

100%
CNC

4000k~4500k
6000k~6500k M12 1.5M

OC5-106- 6W 99

OC5 Series  Small Spot LED Light

·
·
·
·

Durable high-quality lighting
Aluminum shell, thickened safety glass
Integrate with the machine to save space
Resistant to various coolants, lubricants, high temperature, 
vibration and shock

750

400 30

0cm

50
25

75
100
cm Measurement distance 100cm

50 7525 100cm
illuminance based on the example 3W  UNIT:lx

1 6000K～6500K24V DC

2 4000K～4500K24V DC

3 100～277V AC  50/60Hz 6000K～6500K

4 100～277V AC  50/60Hz 4000K～4500K

Luminous Flux＞120 lm/W

120°

4.
5

∅��.�

49

∅��

∅
��

∅�
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Model Power Num In. Vol Color Tem.L1(mm) L2(mm)

Luminous Flux＞120 lm/W

Ⅰor ⅢIP54 ＞80
4000k~4500k

6000k~6500k
life

50000h
+55
-251.5M 60°plug

·

·

·

Irradiation angle can be arbitrarily selected, which is very 
flexible and maximizes the lighting of the work area
Good spotlight effect, uniform light distribution, strong 
color rendering
Easy installation and low maintenance rate

280

250 200

0cm

50
25

75
100
cm Measurement distance 100cm

50 7525 100cm
illuminance based on the example 6W   UNIT:lx

Application:
Suitable for loca illumination of designing, drawing, assemble 
line, test of products, which are best fixture for office environ-
ment, computer table.

TLED1-106- 6W 300 | 460

TLED1-110- 10W 300 | 460

275

275

1 24V AC/DC 6000K～6500K

2 24V AC/DC 4000K～4500K

3 100～277V AC  50/60Hz 6000K～6500K

4 100～277V AC  50/60Hz 4000K～4500K

TLED Series LED Working Table Light

TLED1 1061- -

24V AC/DC     6000K～6500K6W

Easy installation and low maintenance rate

order eg.：

L2

29

L1
50

��

���×∅�



24

Model Power Num In. Vol Color Tem.

Luminous Flux＞120 lm/W

order eg.：

EMLED-109- 9W

EMLED-112- 12W
without arm

without arm

EMLED-115- 15W

without arm

without arm

1 24V AC/DC 6000K～6500K

2 24V AC/DC 4000K～4500K

3 100～277V AC  50/60Hz 6000K～6500K

4 100～277V AC  50/60Hz 4000K～4500K

·

·

·

EMLED series are available as long-arm,short-arm and no 
arm variant
The base can rotate 320 degree, radiation angle can be 
arbitrary choice
Concentrating effect are nice, a maximum positioning 
allows a use-friendly lighting in the working area

Application:
EMLED series are especially designed for machine tools 
where special tasks call for an intense and strong point light, 
these series are used in machines where coolant, oil, water 
and other fluids are present.

EMLED Series Pivoting-Head/Arm-Mounted  LED Light

EMLED 1091- -

24V AC/DC      6000K～6500K     without arm9W

Arm

Ⅰor ⅢIP65 ＞80
4000k~4500k

6000k~6500k
life

50000h
+55
-251.5M 60°plug

100%
CNC

60

4×R3.25

∅���

12
1

34

45

250°
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4000

2000 200

0cm
50

25
75

100
cm Measurement distance 100cm

50 7525 100cm
illuminance based on the example 12W   UNIT:lx

EMLED-109- 9W

EMLED-112- 12W
with arm

with arm

EMLED-115- 15W
with arm

with arm

5 24V AC/DC 6000K～6500K

6 24V AC/DC 4000K～4500K

7 100～277V AC  50/60Hz 6000K～6500K

8 100～277V AC  50/60Hz 4000K～4500K

EMLED 5091- -

24V AC/DC      6000K～6500K      with arm9W

illuminance based on the example 12W   UNIT:lx

EMLED

order eg.：

Model Power Num In. Vol Color Tem.

Luminous Flux＞120 lm/W

Arm

348°

120°

60

4×R3.25

80
28
0

195

112∅

12
1

34

320°

底座

45

www.otennlux.com



Model Power L(mm) Num In. Vol Color Tem.

26

·
·

·

·

Flexible adjustment, improve work efficiency
Even light distribution, strong color rendering and good 
lighting effect
With waterproof, oil-proof, corrosion-proof and explo-
sion-proof functions
Low power consumption, protection circuit function, long life

Base mounting hole position:

Application:
CNC machine tools, machine tool, machining center
and other lighting.

SPLED Series Flexible-Head LED Light

120

25 10

0cm

50
25

75
100
cm Measurement distance 100cm

50 7525 100cm
illuminance based on the example 3W   UNIT:lx

Ⅰor ⅢIP65 ＞80
4000k~4500k

6000k~6500k
life

50000h
+55
-251.5M 60°plug

100%
CNC

60
60

45

4- 6.5∅

��

��.�

L
��

��

SPLED-103- 3W

Luminous Flux＞120 lm/W

500

1

24V AC/DC

6000K～6500K

2

24V AC/DC

4000K～4500K

11

24V DC

6000K～6500K

12

24V DC

4000K～4500K

3 100～277V AC  50/60Hz 6000K～6500K

4 100～277V AC  50/60Hz 4000K～4500K
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Ⅰor ⅢIP65 ＞80
4000k~4500k

6000k~6500k
life

50000h
+55
-251.5M 60°plug

100%
CNC

·
·
·

Flashlight shape, flexible and compact
Waterproof, oil-proof, corrosion-proof and explosion-proof functions
Powerful magnet, suitable for any position of the machine

500SPLED1-103- 3W

SPLED1 Series Flexible-Head LED Light

Model Power

1

24V AC/DC

2

24V AC/DC

11

24V DC

12

24V DC

3 100～277V AC  50/60Hz

4 100～277V AC  50/60Hz

6000K～6500K

4000K～4500K

6000K～6500K

4000K～4500K

6000K～6500K

4000K～4500K

L(mm) Num In. Vol Color Tem.

120

25 10

0cm

50
25

75
100
cm Measurement distance 100cm

50 7525 100cm
illuminance based on the example 3W   UNIT:lx

Application:
CNC machine tools, machine tool, machining 
center and other lighting.

Luminous Flux＞120 lm/W

60
L

50

55

63

55

47.5∅

www.otennlux.com
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·
·
·

Waterproof, oil-proof, corrosion-proof and explosion-proof functions
Easy installation and low maintenance rate
High-quality LED light source, with low power consumption, high 
efficiency and long life

Ⅰor ⅢIP65 ＞80
4000k~4500k

6000k~6500k
life

50000h
+55
-251.5M 60°plug

100%
CNC

Common base

A=without arm

B=300(mm)

C=460(mm)

D=710(mm)

1

24V AC/DC

6000K～6500K

2

24V AC/DC

4000K～4500K

11

24V DC

6000K～6500K

12

24V DC

4000K～4500K

3 100～277V AC  50/60Hz 6000K～6500K

4 100～277V AC  50/60Hz 4000K～4500K

Application:
CNC machine tools, machine tool, machining 
center and other lighting.

SLED Series Flexible-Head LED Light

750

400 10

0cm

50
25

75
100
cm Measurement distance 100cm

50 7525 100cm
illuminance based on the example 3W   UNIT:lx

Pole length

SLED1-103- 3W

Model Power Num In. Vol Color Tem.

Luminous Flux＞120 lm/W

��

L

57

60
∅

��

�×∅�

��

50

57

60∅

��

�� ��

60∅

SLED1-105- 5W
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Ⅰor ⅢIP65 ＞80
4000k~4500k

6000k~6500k
life

50000h
+55
-251.5M 60°plug

100%
CNC

·
·
·

Powerful magnet, suitable for any position of the machine
Waterproof, oil-proof, corrosion-proof and explosion-proof functions
High-quality LED light source, high color rendering, low power 
consumption, high efficiency and long life

SLED Series Flexible-Head LED Light

500SLED2-103- 3W

1

24V DC

2

24V DC

11

24V AC/DC

12

24V AC/DC

3 100～277V AC  50/60Hz

4 100～277V AC  50/60Hz

6000K～6500K

4000K～4500K

6000K～6500K

4000K～4500K

6000K～6500K

4000K～4500K

Application:
CNC machine tools, machine tool, machining 
center and other lighting.

750

400 30

0cm

50
25

75
100
cm Measurement distance 100cm

50 7525 100cm
illuminance based on the example 3W   UNIT:lx

Model Power L(mm) Num In. Vol Color Tem.

Luminous Flux＞120 lm/W

57

50

55

63

55

L

60∅

60
∅



·
·
·

FLLED series LED lamps are waterproof
High-quality LED light source, low power consumption, long life
Even light distribution, good lighting effect

Application:
It is suitable for different types of SUV, four-wheel 
drive, jeep, truck, pickup, tractor, boat, bus, sports 
tool, agriculture, mining, industry, business and other 
fields.

FLLED Series LED Flood Light

FLLED 127- -

12~24V DC     6000K～6500K27W

ⅢIP67
4000k~4500k

6000k~6500k 0.2M 0.45M

L(mm) W(mm) H(mm)Model Power Num In. Vol Color Tem.

life
50000h

+85
-40 60°

FLLED

order eg.：

Luminous Flux＞120 lm/W

24W 27W

48W/64W

FLLED-24- 24W 75

FLLED-27- 27W 100 1 12~30V DC 6000K～6500K

2 12~30V DC 4000K～4500K
FLLED-48- 48W

FLLED-64- 64W

83

112

94

122

104

131

39

46

45

56

L

W

∅8 ∅10
48W:∅8
64W:∅10

30
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Application:
It is suitable for different types of SUV, four-wheel drive, jeep, 
truck, pickup, tractor, boat, bus, sports tool, agriculture, 
mining, industry, business and other fields.

0.45M

·

·

·

The bulb reflector adopts the projection lens with optical 
reflectivity, and the reflection distance is long
Fixed accessories, stainless steel, shockproof, rustproof, 
waterproof
Even light distribution, low power consumption, long life

OLLED Series LED Flood Light

OLLED 124- -

24W

ⅢIP67
4000k~4500k

6000k~6500k 0.2M
life

50000h
+85
-40 60°

L(mm) W(mm) H(mm)Model Power Num In. Vol Color Tem.

OLLED

order eg.：

Luminous Flux＞120 lm/W

12~24V DC     6000K～6500K

L

W

OLLED-24- 24W 81

OLLED-36- 36W 104 1 12~30V DC 6000K～6500K

2 12~30V DC 4000K～4500K
OLLED-42- 42W

OLLED-56- 56W

92

115

95

120

107

132

51

52

52

63

24W 36W 42W/56W

∅8 ∅10 ∅8

www.otennlux.com



Application:
High-speed rail gate, electrical cabinet, armature, assembly 
line and other lighting.

ⅢIP20 ＞80
4000k~4500k

6000k~6500k
life

50000h
+55
-25M12 1.5M

DSLED Series Electric cabinet LED Light

·
·
·

Quick start and frequent starts allowed
Special optics structure, flicker-free, uniform light distribution
Green environmental protection, no stroboscopic, no 
ultraviolet (uv) light, no infrared radiation

Luminous Flux ＞100 lm/W

DSLED 10 51- -

24V DC     6000K～6500K5W

300

250 130

0cm

50
25

75
100
cm Measurement distance 100cm

50 7525 100cm
illuminance based on the example 11W   UNIT:lx

ultraviolet (uv) light, no infrared radiation

DSLED

order eg.：

Model Power L(mm) Num In. Vol Color Tem.L1(mm)

DSLED-106- 6W 300

DSLED-108- 8W 375

DSLED-110- 10W 450

DSLED-111- 11W 525

1 24V DC 6000K～6500K

2 24V DC 4000K～4500K

DSLED-103- 3W 150

DSLED-105- 5W 225

322

397

472

547

DSLED-112- 12W 600

DSLED-115- 15W 750

622

772

172

247

L

L1

25
9.
2

Install snap

2625 26

∅6

32



L: Installation Dimension

FSLED-105- 5W

FSLED-110- 10W

FSLED-103- 3W

FSLED-115- 15W

FSLED-120- 20W

FSLED-125- 25W

FSLED-130- 30W

The opening hole in the middle is the mounting hole
M4 or M5 screw installation

FSLED Series Electric cabinet LED Light

300

250 130

0cm

50
25

75
100
cm Measurement distance 100cm

50 7525 100cm
illuminance based on the example 10W   UNIT:lx

·
·
·

Saving energy consumption
Quick start and frequent starts allowed
Green environmental protection, no stroboscopic, no 
ultraviolet (uv) light, no infrared radiation

Application:
Deep freezer, electrical cabinet, armature, assembly line and 
other lighting.

1 6000K～6500K24V DC

2 4000K～4500K24V DC

215

380

130

545

735

900

1065

Small holes for M3 screw installation

ⅢIP20 ＞80
4000k~4500k

6000k~6500k
life

50000h
+55
-25M12 1.5M 5730

LED

Model Power L(mm) Num In. Vol Color Tem.

Luminous Flux＞100 lm/W

223

388

138

553

743

908

1073

L1(mm)

L

L1

2235
15
.5

5

∅�.�

33

www.otennlux.com



Ⅰor ⅢIP20 ＞80
4000k~4500k

6000k~6500k
life

50000h
+55
-25M12 1.5M 5730

LED

FSLED1 Series Electric cabinet LED Light

3 100～277V AC  50/60Hz 6000K～6500K

4 100～277V AC  50/60Hz 4000K～4500K

Application:Application:

FSLED1-105- 5W

FSLED1-110- 10W

FSLED1-103- 3W

FSLED1-115- 15W

FSLED1-120- 20W

FSLED1-125- 25W

FSLED1-130- 30W

1 6000K～6500K24V DC

2 4000K～4500K24V DC

215

380

130

545

735

900

1065

26

switch

L

L: Installation Dimension

2235 5

The opening hole in the middle is the mounting hole
M4 or M5 screw installationSmall holes for M3 screw installation

Model Power L(mm) Num In. Vol Color Tem.

Luminous Flux＞100 lm/W

∅�.�

223

388

138

553

743

908

1073

L1(mm)

34
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Ⅰor ⅢIP20 ＞80
4000k~4500k

6000k~6500k
life

50000h
+55
-25M12 1.5M 5730

LED

GSLED-109- 9W 900

GSLED-106- 6W 600

GSLED-103- 3W 300

GSLED-112- 12W 1200

Installation： Card buckle

switch

L

L+16mm

37
.5

30

GSLED Series LED Bracket Light

250

220 130

0cm

50
25

75
100
cm Measurement distance 100cm

50 7525 100cm
illuminance based on the example 6W   UNIT:lx

·
·

Switch control, flexible and convenient, allowing frequent start
Longer lifespan than traditional light sources, high energy 
efficiency, saving energy consumption

1 24V DC 6000K～6500K

2 24V DC 4000K～4500K

3 100～277V AC  50/60Hz 6000K～6500K

4 100～277V AC  50/60Hz 4000K～4500K

GSLED 1061- -

24V DC      6000K～6500K6W

GSLED

order eg.：

Model Power L(mm) Num In. Vol Color Tem.

Luminous Flux＞100 lm/W
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IP20 ＞80
4000k~4500k

6000k~6500k
life

50000h
+55
-25M12 1.5M 5730

LED

250

220 130

0cm

50
25

75
100
cm Measurement distance 100cm

50 7525 100cm
illuminance based on the example 6W   UNIT:lx

HSLED-110- 10W 450

HSLED-108- 8W 300

HSLED-105- 5W 200

HSLED-115- 15W 600

HSLED-118- 18W 900

HSLED-124- 24W 1200

1 24V DC 6000K～6500K

2 24V DC 4000K～4500K

Application:
Deep freezer, electrical cabinet, armature, assembly line and 
other lighting.

HSLED Series LED Bracket Light

Adjustable position
Snap

L

L+16mm

28
29
.5

HSLED 1101- -

24V DC      6000K～6500K10W

Installation： Card buckle

Ⅲ

HSLED

order eg.：

Model Power L(mm) Num In. Vol Color Tem.

Luminous Flux＞100 lm/W
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ⅢIP20 ＞80
4000k~4500k

6000k~6500k
life

50000h
+55
-25M12 1.5M

·

·

·

Human body induction, automatic induction lighting; key 
switch, simple operation
Special optical structure, illumination without glare, 
uniform light emission
High energy efficiency, saving energy consumption

B: Card buckle

C: Magnetic adsorption

A: Fix the external screw

Installation mode B、CInstallation mode A

1 24V DC 6000K～6500K

2 24V DC 4000K～4500K

A Fix the external screw

B Card buckle

C Magnetic adsorption

KSLED-103- 3W 385

KSLED-106- 6W 685

KSLED-109- 9W 985

KSLED-112- 12W 1285

KSLED Series Sense LED Light

Application:
Deep freezer, electrical cabinet, armature, assembly line and 
other lighting.

Luminous Flux＞100 lm/W

Model Power L(mm)

250

220 130

0cm

50
25

75
100
cm Measurement distance 100cm

50 7525 100cm
illuminance based on the example 6W   UNIT:lx

Num InstallationIn. Vol Color Tem.

34

L

32
.6

sensory switchL+10mm
L

L+20mm

34

Sensitivity:
Induction mode: human movement
nduction Angle: 120°
Induction distance: 4m
Automatic shutdown time: 30s

100
cm

Induction distance: 4m
Automatic shutdown time: 30s



LA(mm)A(mm) LB(mm)B(mm) H(mm)Model In. Vol ColorPower

L: Installation Dimension

Light Transmittance ＞0.8

A

LA=A-6mm

LB
=B
-6
mm

B

Peak wavelength:
Red:    620～630nm
Green:    525～530nm
Blue:    465～470nm
White:    6500K（Color temperature）
Ultraviolet:    365～395nm
Infrared:   850～860nm/930~940nm

OVF Series Machine/equipment visual lighting

·Test the date on the packaging bag
·Inspect surface highlights and reflective objects
·Monitor the dimensions of IPA high precision components
·checking package and label

IP20 Ⅲ
24V
DC

life
50000h

+55
-25

90%

10%

NA

1M

M4 6

红色 Red

绿色 Green

蓝色 Blue

白色 White

OVF-20-1 3W

OVF-20-2 5W

OVF-20-3 7W

OVF-20-4 9W

54

94

144

194

OVF-40-1 5W

OVF-40-2 8W

OVF-40-3 10W

OVF-40-4 12W

94

144

194

294

14

34

18

22

OVF-60-1 8W

OVF-60-2 10W

OVF-60-3 12W

OVF-60-4 15W

144

244

344

444

54 25

24V DC

60

100

150

200

100

150

200

300

20

40

150

250

350

450

60

38
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IP20 Ⅲ
24V
DC

life
50000h

+55
-25

90%

10%

NA

1M ≥120°

A∅

17
.5

B∅

A∅

C∅

M3×4

B∅

Application：
·Check the date on the food bag
·Inspect surface highlights and reflective objects
·checking package and label

OVO Series Machine/equipment visual lighting

Application example:
Precise positioning of buttons.

12W

OVO-02 5W

OVO-03 8W

OVO-05 10W

OVO-06

50

80

100

120

18

40

50

60

Red
Green
Blue

White

24V DC

A(mm) B(mm)

39.5

62

75

92

C(mm)Model In. Vol ColorPower

Peak wavelength:
Red:    620～630nm
Green:    525～530nm
Blue:    465～470nm
White:    6500K（Color temperature）
Ultraviolet:    365～395nm
Infrared:   850～860nm/930~940nm

Light Transmittance ＞0.8

www.otennlux.com
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IP20 Ⅲ
24V
DC

life
50000h

+55
-25

90%

10%

NA

1M ≤60°

Red
Green
Blue

White

Application：
·Test the date on the packaging bag；
·Inspect surface highlights and reflective objects;
·Monitor the dimensions of IPA high precision components;
·checking package and label.

OVR-02 2W

OVR-03 3W

OVR-05 5W

OVR-06 6W

60

70

100

120

OVR-08 8W

OVR-10 10W

130

150

31

41

71

91

101

121

OVR Series Machine/equipment visual lighting

C

B

M3×4

A

A∅

13

B∅

24V DC

A(mm) B(mm)

55

65

95

115

125

145

C(mm)Model In. Vol ColorPower

Peak wavelength:
Red:    620～630nm
Green:    525～530nm
Blue:    465～470nm
White:    6500K（Color temperature）
Ultraviolet:    365～395nm
Infrared:   850～860nm/930~940nm
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Application:
CNC machine tools, machine tool, machining center, security 
equipment, laser equipment, assembly line, security system 
and other lighting.

Common line(Black line)

Red LED(Red line)
Yellow LED(Yellow line)
Green LED(Green line)

Common line(Black line)

Red LED(Red line)
Yellow LED(Yellow line)
Green LED(Green line)

OLL

OLL1

①

②

Color Color

OLL Series LED Multi-Functional Signal Light

IP20
24V
DC RYG 80mm

OLL1-1- 300

OLL1-2- 500

OLL1-3- 800

OLL1-4- 1200
P-NPN

L(mm) End code of modelModel

N-PNP
OLL-1- 260

OLL-2- 812

OLL-3- 854

OLL-4- 1654
P-NPN

L(mm) End code of modelModel

N-PNP

High efficiency LED multi-function strip, high cost performance
Acrylic lamp shade with high light transmittance, anti-glare
The lamp body is made of aluminum alloy, easy to dissipate 
heat and resist impact

·
·
·

M12

Installation mode:
1.Fix the external screw
2.Card buckle

Installation mode：
Card buckle

+55
-25

life
50000h0.5m

23
.4

8.
8

17

6.
1

L

8.
8

L-5mm

18

L

28 4.
2

∅
3.2

www.otennlux.com



IP20
24V
DC

+55
-25

life
50000hRYG 0.5mM12

·

·

·

·

High-efficiency LED multi-function signal lamp, can meet 
various needs, high cost performance
Hybrid prism cutting lampshade greatly improves the 
visual performance at a long distance
The use of dual mirror construction with a minimum 
number of LEDs to produce a vivid color recognition effect
The lamp body is made of Nylon66, with good thermal 
shock resistance

Application:
CNC machine tools, machine tool,machining center, 
security equipment, laser equipment, assembly line, 
security system and other places.

O L C

OLC Series LED Multi-Functional Signal Light

360°

1=1 Layer B=Steady
F=Steady with Buzzer

P=NPN
N=PNP

01=DC 24V1=Silver
2=Beige

R Y GNB0 111 - -

R=Red
Y=Yellow
G=Green

order eg.：

Yellow LED (yellow line)

Red LED (red line)

Green LED (blue line)

Buzzer (brown line)

+/- Common Line(Black Line)

Steady 
DC 24V 

POW
ER

Base position size

Form A
Installation

Form B
∅65

Screw hole position Specifications Quantity

∅55
M5/M6

M4
3
4

Wiring diagram:

Layers Rated voltageColor Function Wire Connecting Signal Color

∅50

21
5

∅78

∅40

∅�×�

∅��

∅�×�

∅
��∅

��

��

�� �

Bottom outlet position
���°

42
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IP20
24V
DC

+55
-25

life
50000h0.5mM12 360°

M S L

1 ~5 Layers 01=DC 24V

R Y G B WNB0 15

MSL Series LED Multi-Functional Signal Light

RYGBW

-

1=Foldable
2=Straight
3=ONE layer

-1

R=Red
Y=Yellow
G=Green
B=Blue
W=White

B=Steady
F=Steady with Buzzer
R=Flashing
Q=Flashing with Buzzer

M S L 1

order eg.：

Layers Rated voltageInstallation Function Wire Connecting Signal Color

P=NPN
N=PNP

Base position size

+/- Common Line(Black Line)

Yellow LED (yellow line)

Red LED (red line)

Green LED (green line)

Blue LED (blue line)

White LED (white line)

Buzzer (brown line)

DC 24V
PO

W
ER

steady or flashing

Wiring diagram:

64∅

64∅

64∅

64∅

64∅

47∅ 47∅

90∅

90∅

21
9

32
9

47∅

90∅

90∅

47∅

21
5

10
6

90∅
16
3

27
3

47

44
1

33
1

38
5

27
5

Bottom outlet position

��

��
�.

�

�×�

��

∅�� Counterbore ×�

∅�×�

∅��∅��
∅��

���°

www.otennlux.com
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IP20
100~
277V

+55
-25

life
50000h1.5m 360°

·
·

No PLC or other controls required for operation
BMSL station is very suitable for projects that require manual 
tower lights

B M S L

3 ~5 Layers 01=DC 24V

R Y G B WVB0 15

BMSL Series LED Multi-Functional Signal Light

RYGBW

-

1=Long pole

-1

R=Red
Y=Yellow
G=Green
B=Blue
W=White

B=Steady
F=Steady with Buzzer
R=Flashing
Q=Flashing with Buzzer

V=100~277V/50~60Hz

tower lights

B M S L 1

order eg.：

Layers Rated voltageInstallation Function Wire Connecting Signal Color

64mm∅
21
9m
m

18
8m
m

14
0m
m

72mm

1.5m

64mm∅

27
5m
m

18
8m
m

17
0m
m

72mm

1.5m

64mm∅

33
1m
m

18
8m
m

20
0m
m

72mm

1.5m

1.5m

65mm
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Application:
The BMSL stations is ideal for projects where a manual 
tower light is needed. For example: security equipment, 
assembly line, security system and other places.

IP20
100~
277V 1.5m

+55
-25

life
50000h 360°

·
·

Classic appearance, quality, durability and long life
No PLC or other controls required for operation

BMSL Series LED Multi-Functional Signal Light

RYGBW

3 layers and 3 colors 4 layers and 4 colors 5 layers and 5 colors

1.5m 1m 1.5m 1m
1.5m 1m

Base position size

B M S L

3 ~5 Layers 01=DC 24V

R Y GVB0 13 -

2=Folding

-2

R=Red
Y=Yellow
G=Green
B=Blue
W=White

B=Steady
F=Steady with Buzzer
R=Flashing
Q=Flashing with Buzzer

V=100~277V/50~60Hz

B M S L 2

order eg.：

Layers Rated voltageInstallation Function Wire Connecting Signal Color

- (Black Line)

Yellow LED (yellow line)

Red LED (red line)

Green LED (green line)

Blue LED (blue line)

White LED (white line)

Buzzer (brown line)

100V~277VPOWER

 +24V
steady or flashing 

Wiring diagram:

Bottom outlet position

��

��
�.

�

�×�

��

∅�� Counterbore ×�

∅�×�

∅��∅��
∅��

���°

www.otennlux.com
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O L 5 C

3 ~5 Layers 01=DC 24V

R Y GNB0 13 -

5=∅60
6=∅60

-

R=Red
Y=Yellow
G=Green
B=Blue
W=White

B=Steady
F=Steady with Buzzer
R=Flashing
Q=Flashing with Buzzer

order eg.：

Layers Rated voltage Function Wire Connecting Signal Color

P=NPN
N=PNP

1

1=color acrylic
2=Milky acrylic

Light material

Universal base

Universal base

∅�.�×�

Bottom outlet position

Side outlet position

□
��

�□
��

∅�.�×�

Bottom outlet position

Side outlet position

□
��

�□
��

OL5C Series LED Multi-Functional Signal Light

70

32
0

18
4.
5

∅��

∅��

70

37
1

23
5

∅��

∅�� ∅��

��

��
�

��
�

∅��

IP54
24V
DC

+55
-25

life
50000h0.5mM12 360°RYGBWIP20

70

32
0

18
4.
5

∅��

∅��

70

37
1

23
5

∅��

∅�� ∅��

��

��
�

��
�

∅��
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www.otennlux.com

��

��
�

��
�

∅��

∅��

��

��
�.

�
��

�

∅��

∅��

��

48
0

��
�

∅��

∅��

OL6C Series LED Multi-Functional Signal Light

��

��
�

��
�

∅��

∅��

��

��
�.

�
��

�

∅��

∅��

��

48
0

��
�

∅��

∅��

IP54
24V
DC

+55
-25

life
50000h0.5mM12 360°RYGBWIP20

Universal base

Universal base

∅�.�×�

Bottom outlet position

Side outlet position

□
��

�□
��

∅�.�×�

Bottom outlet position

Side outlet position

□
��

�□
��

O L 6 C

3 ~5 Layers 01=DC 24V

R Y GNB0 13 -

6=∅60

-

R=Red
Y=Yellow
G=Green
B=Blue
W=White

B=Steady
F=Steady with Buzzer
R=Flashing
Q=Flashing with Buzzer

OL6C Series LED Multi-Functional Signal Light

order eg.：

Layers Rated voltage Function Wire Connecting Signal Color

P=NPN
N=PNP

1

1=color acrylic
2=Milky acrylic

Light material
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IP65
12~24

VAC
100~220

VAC

·
·
·
·

Strobe, shiny, flash, steady, buzzer warning mode
Hybrid prism cut lampshade to diffuse bright signal light
Excellent vibration and impact resistance
High-quality high-performance LED, long service life

Application:
Lifting machinery, construction machinery, ports, 
transportation, security equipment and other places.

OSLA  Series Sound and Light Signal Light

O S L A

order eg.：

01=AC 12~24V
02=AC 100~220V

RQ 30 11- --

1 Layer 1 color Q1=Strobe with buzzer
Q2=Shiny with buzzer
Q3=Flash with buzzer
Q4=Steady with Buzzer

R=Red
O=Orange
G=Green
B=Blue

Layers

2

1=∅80
2=∅100
3=∅120

Diameter Rated voltage Function Signal Color

+50
-30

life
50000h0.31m 360°ROGB
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www.otennlux.com

∅100

∅80

∅120

16
0.

7 12
7.

5
10

9.
5 92

.9

Outgoing

13
6

∅60
Mounting hole

360°/3-M4 screw bolt

Outlet hole

∅60

OSLA1

OSLA3

OSLA2

360°/3-M5 screw bolt

Outlet hole

∅85

∅100

∅120

16
0.

7 12
7.

5

11
6

360°/3-M4 screw bolt

OSLA1

OSLA3

OSLA2

Wiring diagram:

Brown

Blue

100~220V AC

12~24V AC

Blue

Brown
AC

Yellow and green：Ground wire

AC
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41

60
.5

30

M4 screws*2

Outlet hole
Buzzer sound hole

R=Red
Y=Yellow
G=Green
B=Blue
W=White

O S  5 0

1 Layer 01=DC 24V

RNB0 11

OS50/60 Series  LED Multi-Functional Signal Light

-

50=∅50
60=∅60

-

B=Steady
F=Steady with Buzzer

24V
DC

+55
-25

life
50000h0.5mM12 360°RYGBWIP65

P=NPN 
N=PNP 

·
·
·

·
·

·
·

Enhanced Illumination with the use of long-life, super bright LEDs.
Low power consumption increases energy efficiency
High vibration-resistance and unnecessary bulb replacement 
makes it maintenance-free
Uses a terminal block for easy wiring
Applications are suitable for small tooling machines, control 
panels, etc
Available colors are in Red, Yellow, Green, Blue, and White
Has the CE mark and conforms to the requirements for the EC 
directive

60

47

67

35.5

M4 screws*2

Outlet hole

Buzzer sound hole

Layers Rated voltage Function Wire Connecting Signal Color

·Has the CE mark and conforms to the requirements for the EC 
directive

order eg.：

50
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IP20
24V
DC

+55
-25

life
50000hRYG 0.45mM12

·

·
·

·

Hybrid prism cut lampshade for improved visibility at long 
distances
Soft diffusion, anti-glare
High quality LED chip, low power consumption, high 
performance, high cost performance
Easy installation, easy maintenance

Application:
CNC machine tools, machine tool,machining center, security 
equipment, laser equipment, assembly line, security system and 
other places.

O L Q

OLQ Series  LED Multi-Functional Signal Light

360°

1=1 Layer 3 colors P=NPN
N=PNP

Layers

01=DC 24V

R Y GNB0 11
Rated voltage

- -

R=Red
Y=Yellow
G=Green

B=Steady
F=Steady with Buzzer
R=Flashing
Q=Flashing with Buzzer

∅��

∅��

��
�

��
�

��

∅��

�×∅�

∅
��

���°

other places.

O L Q
Layers

order eg.：

Wire ConnectingFunction Signal Color

www.otennlux.com
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IP20
24V
DC

+55
-25

life
50000h0.5mM12 360°RYGBW

OLA Series LED Multi-Functional Signal Light

O L A

01=DC 24V

R Y G B WNB0 151

2=Foldable
3=ONE layer
4=Straight

1=Clear acrylic
2=Milky acrylic

- -

1 ~5 Layers R=Red
Y=Yellow
G=Green
B=Blue
W=White

B=Steady
F=Steady with Buzzer
R=Flashing
Q=Flashing with Buzzer

2

Base position size

P=NPN
N=PNP

O L A 2

order eg.：

Light material Layers Rated voltageInstallation Function Wire Connecting Signal Color

steady or flashing light

Yellow LED (Yellow line)

Red LED (Red line)

Green LED (Green line)

Blue LED (Blue line)

White LED (White line)

Buzzer (Brown line)

+/- Common Line(Black Line)

DC 24V 
POW

ER

Wiring diagram:

��

���°

∅
��

∅��

�×∅�

∅�� ∅�� ∅�� ∅��

∅��

��
�

∅�� ∅�� ∅�� ∅�� ∅�� ∅��

��
�

��
�

��
�

��
�

��
�

��
�

��
�

��
�

��
�

��
�

��
�
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IP20
24V
DC

+55
-25

life
50000h0.5mM12 360°RYGBW

OM Series LED Multi-Functional Signal Light

O M

01=DC 24V

R Y GNB0 131

 I=Straight
J=Straight lengthen
C=Foldable

1=Clear acrylic

3/4 layers straight 5 layers straight 3/4 layers
straight lengthen

5 layers
straight lengthen

3/4 layers foldable 5 layers foldable

- -

3~5 Layers B=Steady
F=Steady with Buzzer
R=Flashing
Q=Flashing with Buzzer

C

R=Red
Y=Yellow
G=Green
B=Blue
W=White

P=NPN
N=PNP

order eg.：

Light material Layers Rated voltageInstallation Function Wire Connecting Signal Color

20
1

38
7

77∅

50∅

16
3

35
0

77∅

50∅

90
°

55∅

∅6
9

4× 4.4∅

37∅

38

90
°

55∅

∅6
9

4× 4.4∅

37∅

38

34
8

50

16
3

∅

69∅

��

���°

∅
��

∅��

�×∅�

32
4

20
1

28
5

50

16
3

∅

50∅

69∅ 69∅

20
1

38
6

50∅

69∅

www.otennlux.com
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IP20
24V
DC

+55
-25

life
50000hRYG 0.5mM12 360°

Base form A

Base form B

OB Series LED Multi-Functional Signal Light

OBC1 OBC2

OBJ1 OBJ2

OBS1 OBS2

5

2

#1 brown=RED LED
#2 white=BUZZER
#3 blue=Negative pole
#4 black=GREEN LED
#5 gray=YELLOW LED

3

1

4

O B

01=DC 24V

R Y GNB0 111

C=Foldable
J=Straight lengthen
S=Nut lock

1=Clear acrylic
2=Milky acrylic

- -

1 Layer 3 colors B=Steady
F=Steady with Buzzer
R=Flashing
Q=Flashing with Buzzer

C

R=Red
Y=Yellow
G=Green

P=NPN
N=PNP

order eg.：

Light material Layers Rated voltageInstallation Function Wire Connecting Signal Color

77

50

16
3

35
0

∅

∅

69∅

50∅

34
8

16
3

90
° 55∅

∅6
9

4× 4.4∅
37∅

38

69∅

4∅

∅5346

120°

∅��

��
�

��
�

∅��

��

���°

∅
��

∅��

�×∅�
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IP20
24V
DC RYG

+55
-25

life
50000h0.5mM12 360°

OS Series LED Multi-Functional Signal Light

OSI1 OSI2

OSC1

OSJ1 OSJ2

OSC2

O S

 I=Straight
J=Straight lengthen
C=Foldable

J

order eg.：

Installation

01=DC 24V

R Y GNB0 111

1=Clear acrylic
2=Milky acrylic

- -

1 Layer 3 colors B=Steady
F=Steady with Buzzer
R=Flashing
Q=Flashing with Buzzer

R=Red
Y=Yellow
G=Green

P=NPN
N=PNP

Light material Layers Rated voltage Function Wire Connecting Signal Color

∅��

50∅

11
5

30
0

50∅

11
5

30
0

69∅

55∅
69∅

37∅

38
.9

4×∅4.4

55∅
69∅

37∅

38
.9

4×∅4.4

��

���°

∅
��

∅��

�×∅�

69∅

50∅

11
5

23
7

www.otennlux.com



56

IP20
24V
DC

+55
-25

life
50000h0.5mM12 360°7 colors

OSC Series LED Multi-Functional Signal Light

Red Red line

Green Green line

Blue Blue line

Yellow Red line+Green line

Cyan Green line+Blue line

Purple Red line+Blue line

White Red line+Green line+Blue line

Buzzer Brown line

One line Light color Wiring Wiring

Red

Green

Blue

Yellow

Cyan

Purple

White

Buzzer

Light colorM12

2

3

1

4
5

pin1(Brown)

pin2(White)

pin3(Blue)

pin2(White)+pin3(Blue)

pin1(Brown)+pin3(Blue)

pin1(Brown)+pin2(White)+pin3(Blue)

pin5(Gray)

pin1(Brown)+pin2(白)

O S

 I=Straight
J=Straight lengthen
C=Foldable

J

OSC Series 

order eg.：

Installation

01=DC 24V

7 colorsNB0 111

1=Clear acrylic
2=Milky acrylic

- -

1 layer
of multicolor

B=Steady
F=Steady with Buzzer
R=Flashing
Q=Flashing with Buzzer

R=Red
Y=Yellow
G=Green
B=Blue
C=Cyan
P=Purple
W=White

P=NPN
N=PNP

Light material Layers Rated voltage Function Wire Connecting Signal Color

∅��

50∅

11
5

30
0

��

���°

∅
��

∅��

�×∅�
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IP20
24V
DC

+55
-25

life
50000h0.5mM12 360°RYGBW

OLE Series LED Multi-Functional Signal Light

Mounting brackets

O L E

01=DC 24V

R Y GNB0 13

1=Straight
2=Foldable
3=Nut lock

- -

3~5 Layers B=Steady
F=Steady with Buzzer
R=Flashing
Q=Flashing with Buzzer

2

R=Red
Y=Yellow
G=Green
B=Blue
W=White

P=NPN
N=PNP

order eg.：

Layers Rated voltageInstallation Function Wire Connecting Signal Color

77∅

50

25
2.
5

37

∅

32
9.
5

77∅

37

50∅

37

50∅

∅22

23
9

56

65

3×∅4

77

120
°

28
7

37

∅

50∅

22

50

30
0.
5

37

∅

77∅

37
37
7.
5

50∅

77∅

50

34
8.
5

77∅

∅

37

42
5.
5

77∅

50∅

37

33
5

∅22

50∅

37

62∅2
3.
5

∅5

40
57.5

www.otennlux.com



62∅3
2

∅5

40
57.5

OLD Series LED Multi-Functional Signal Light

Universal bracket accessories

#1 brown=RED LED
#2 white=YELLOW LED
#3 blue=GREEN LED
#4 black=Common Line
#5 gray=BUZZER 

#1 white=GREEN LED
#2 brown=YELLOW LED
#3 green=not connected
#4 yellow=not connected
#5 gray=BLUE LED
#6 pink=RED LED
#7 blue=Negative pole
#8 red=BUZZER

#1 white=GREEN LED
#2 brown=YELLOW LED
#3 green=not connected
#4 yellow=WHITE LED
#5 gray=BLUE LED
#6  pink=RED LED
#7 blue=Negative pole
#8 red=BUZZER

O L D

01=DC 24V

R Y GNB0 13- -

3=3 Layers 3 colors
4=4 Layers 4 colors
5=5 Layers 5 colors

B=Steady
F=Steady with Buzzer
R=Flashing
Q=Flashing with Buzzer

R=Red
Y=Yellow
G=Green
B=Blue
W=White

P=NPN
N=PNP

order eg.：

Layers Rated voltage Function Wire Connecting Signal Color

IP54
24V
DC

+55
-25

life
50000h0.5mM12 360°RYGBW

29
0.

5

24
2.

5

∅50

∅50

∅50

19
4.

5
37

37

37

5

2

3

1

4 6

7

1

8

2

3

5
4 6

7

1

8

2

3

5
4

58
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#1 brown=RED LED
#2 white=BUZZER
#3 blue=Negative pole
#4 black=GREEN LED
#5 gray=YELLOW LED

OCS Series LED Multi-Functional Signal Light

M12IP65
24V
DC RYG

+55
-25

life
50000h0.5m 360°

·

·

·

With waterproof, oil-proof, corrosion-proof and explo-
sion-proof functions
High-efficiency LED multi-function signal light, improve 
long-distance visual performance
The lamp body is made of aluminum alloy, easy to dissipate 
heat and resist impact

Application:
CNC machine tools, machine tool, machining center, cold 
storage, electrical cabinet, freezer, mine and other lighting.

Optional M12 interface

O C

S=Nut lock

S

order eg.：

Installation

01=DC 24V

R Y GNB0 111

1=Clear acrylic
2=Milky acrylic

- -

1 Layer 3 colors B=Steady
F=Steady with Buzzer
R=Flashing
Q=Flashing with Buzzer

R=Red
Y=Yellow
G=Green

P=NPN
N=PNP

Light material Layers Rated voltage Function Wire Connecting Signal Color

+/- Common Line(Black Line)

Yellow LED (yellow line)

Red LED (red line)

Green LED (green line)

Buzzer (brown line)

DC 24V
PO

W
ER

steady or flashing

Wiring diagram:

5

2

3

1

4

11
2

24
0

52∅

∅��

www.otennlux.com
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O70 O90

IP69K IP54
24V
DC

+55
-25

life
50000hRYG 0.5mM12 360°

O30/50/70/90 Series LED Multi-Functional Signal Light

Universal bracket accessories

O30 O50

#1 brown= RED LED
#2 white=YELLOW LED
#3 blue=GREEN LED
#4 black=Common Line
#5 gray=BUZZER 

O 5 0

order eg.：

Installation

01=DC 24V

R Y GNB0 11- -

1 Layer 3 colors B=Steady
F=Steady with Buzzer
R=Flashing (O90)
Q=Flashing with Buzzer (O90)

R=Red
Y=Yellow
G=Green

P=NPN
N=PNP

Layers Rated voltage Function Wire Connecting Signal Color

30=∅30
50=∅50
70=∅70
90=∅90

Buzzer

∅��

20

∅70

62

∅33

∅��

20

∅��

69

∅��

∅��

20

∅��

53

17
.5

∅��

44

∅��

5

2

3

1

4
��

∅��

∅�

����.�

��
∅��.�

∅�

����.�

��

∅��

∅�

����

O30 bracket O90 bracketO50/O70 bracket
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Universal bracket accessories

IP69K
24V
DC

H30 H50

H30/50 Series LED Multi-Functional Signal Light

Universal bracket accessories

+55
-25

life
50000h0.5m 360°M12

Red

Green

Yellow

common line

pin 1(Brown)

pin 2(White)

pin 3(Blue)

pin 4(Black)

Buzzer pin 5(Gray)

M12

2

3

1

4
5

WiringLight color

H 5 0

H30/50 Series 

order eg.：

Installation

01=DC 24V

NB0 11- -

1 layer multicolor B=Steady
F=Steady with Buzzer

R=Red
Y=Yellow
G=Green

P=NPN
N=PNP

Layers Rated voltage Function Wire Connecting Signal Color

30=∅30
50=∅50

R Y G

RYG

Yellow LED (yellow line)

Red LED (red line)

Green LED (blue line)

Buzzer (brown line)

+/- Common Line(Black Line)

Steady 
DC 24V 

POW
ER

Wiring diagram:

IP54

Buzzer

∅��

27

∅��

38
.5

∅��
∅��

62∅3
2

∅5

40
57.5

62∅2
3.
5

∅5

40
57.5
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Red Red line

Green Green line

Blue Blue line

Yellow Red line+Green line

Cyan Green line+Blue line

Purple Red line+Blue line

White Red line+Green line+Blue line

Buzzer Brown line

One line Light color Wiring Wiring

Red

Green

Blue

Yellow

Cyan

Purple

White

Buzzer

Light colorM12

pin1(Brown)

pin2(White)

pin3(Blue)

pin2(White)+pin3(Blue)

pin1(Brown)+pin3(Blue)

pin1(Brown)+pin2(White)+pin3(Blue)

pin5(Gray)

pin1(Brown)+pin2(白)

H50 Series LED Multi-Functional Signal Light

62∅3
2

∅5

40
57.5

7 colors

H 5 0

order eg.：

Installation

01=DC 24V

NB0 11- -

1 layer multicolor B=Steady
F=Steady with Buzzer

R=Red
Y=Yellow
G=Green
B=Blue
C=Cyan
P=Purple
W=White

P=NPN
N=PNP

Layers Rated voltage Function Wire Connecting Signal Color

30=∅30
50=∅50

7 colors

IP69K
24V
DC

+55
-25

life
50000h0.5m 360°M12IP54

Buzzer

∅��

38
.5

∅��

2

3

1

4
5
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IP20
24V
DC

+55
-25

life
50000hM12 360°

IO- LINK

OLG Series IO-Link Signal Light

O L G B A- -

2

3

1

4
5

Tirgger 1

Male

Tirgger 2

BN

BK

BU

1

2

3

WH

4

5GY T

S

T Tirgger 1

Tirgger 2

3 LayersNo type= no Buzzer
B = with Buzzer

3

��
�.

�

∅��

��
∅��

��

∅��

�×∅�

∅
��

���°

RYG

TRIG
1 

TRIG
2 

TRIG
3 Pre-Set Factory setting

(Seg 1/ Seg 2/ Seg 3/BUZ)

0
1
0
1
0
1
0
1

0
0
1
1
0
0
1
1

0
0
0
0
1
1
1
1

1
2
3
4
5
6
7
8

Var.3A
--
--

GN
--

BU
WH

--
--

--
--
--
YE
--
--
--
--

--
RT
--
--
--
--

>RT<
>RT<

Var.B3A
--
--

GN
--

BU
WH

--
--

--
--
--
YE
--
--
--
--

--
RT
--
--
--
--

>RT<
>RT<

>BUZ<
>>BUZ<<

Legende :
>RT <       = flashing red slowly
>>RT<<   =rapidly flashing red
>BUZ<     = Buzzer intermitlent (1Hz)
>>BUZ<<= Buzzer intermitlent (2.5Hz)
All Tngger inputs have a delay -50 ms.
Pre-sets can be defined via 10-Link.

Wire Connecting Function Layers

IOO L G
Wire Connecting

order eg.：

BK：black
BN：brown
BU：blue
GN：green
GY：grey
WH：white
YE：yellow
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IO- LINK

OLG Series IO-Link Signal Light

O L G B A- -

4 LayersNo type= no Buzzer
B = with Buzzer

4

��
��

�.
�

∅��

∅��

��

∅��

�×∅�
∅

��

���°

Legende :
>RT <       = flashing red slowly
>>RT<<   =rapidly flashing red
>BUZ<     = Buzzer intermitlent (1Hz)
>>BUZ<<= Buzzer intermitlent (2.5Hz)
All Tngger inputs have a delay -50 ms.
Pre-sets can be defined via 10-Link. BK：black

BN：brown
BU：blue
GN：green
GY：grey
WH：white
YE：yellow

TRIG
1 

TRIG
2 

TRIG
3 Pre-Set Factory setting

(Seg 1/ Seg 2/ Seg 3/Seg 4/BUZ)

0
1
0
1
0
1
0
1

0
0
1
1
0
0
1
1

0
0
0
0
1
1
1
1

1
2
3
4
5
6
7
8

Var.4A
--
--
--
--

BU
WH

--
--

--
--

GN
--
--
--
--
--

--
RT
--
--
--
--

>RT<
>RT<

Var.B4A
--
--

--
BU
WH

--
--

--
--

GN

--
--
--
--

--
RT
--
--
--
--

>RT<
>RT<

>BUZ<
>>BUZ<<

--
--
--
YE
--
--
--
--

--
--
--
YE
--
--
--
--

2

3

1

4
5

Tirgger 1

Male

Tirgger 2

BN

BK

BU

1

2

3

WH

4

5GY T

S

T Tirgger 1

Tirgger 2

Wire Connecting Function LayersWire Connecting

order eg.：

IP20
24V
DC

+55
-25

life
50000hM12 360°RYG
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��
�.

�

∅��

∅��

��

IO- LINK

OLG Series IO-Link Signal Light

O L G B A- -

5 LayersNo type= no Buzzer
B = with Buzzer

5

��

∅��

�×∅�
∅

��

���°

Legende :
>RT <       = flashing red slowly
>>RT<<   = rapidly flashing red
>BUZ<     = Buzzer intermitlent (1Hz)
>>BUZ<<= Buzzer intermitlent (2.5Hz)
All Tngger inputs have a delay -50 ms.
Pre-sets can be defined via 10-Link.

TRIG
1 

TRIG
2 

TRIG
3 Pre-Set Factory setting

(Seg 1/ Seg 2/ Seg 3/Seg 4/Seg 5/BUZ)

0
1
0
1
0
1
0
1

0
0
1
1
0
0
1
1

0
0
0
0
1
1
1
1

1
2
3
4
5
6
7
8

Var.5A
--
--
--
--
--

WH
--
--

--
--
--

BU
--
--
--
--

--
RT
--
--
--
--

>RT<
>RT<

Var.B5A
--
--
 --
--
--

WH
--
--

--
--
--
 --

BU
--
--
--

--
RT
--
--
--
--

>RT<
>RT<

>BUZ<
>>BUZ<<

--
--

GN
--
--
--
--
--

--
--

GN
--
--
--
--
--

--
--
--
YE
--
--
--
--

--
--
--
YE
--
--
--
--

Wire Connecting Function Layers

IOO L G
Wire Connecting

order eg.：

BK：black
BN：brown
BU：blue
GN：green
GY：grey
WH：white
YE：yellow

2

3

1

4
5

Tirgger 1

Male

Tirgger 2

BN

BK

BU

1

2

3

WH

4

5GY T

S

T Tirgger 1

Tirgger 2

IP20
24V
DC

+55
-25

life
50000hM12 360°RYG
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O50 IO-Link Series Signal Light

30

20

50

53

25

O50 AIO- Link- -

62∅3
2

∅5

40
57.5

Mounting brackets

Wire Connecting

O50 IO Link
Wire Connecting

order eg.：

IP69K
24V
DC

+55
-25

life
50000hRYG M12 360°

2

3

1

4
5

Trigger 1

Male

Trigger 2

BN

BK

BU

1

2

3

WH

4

5GY T

S

T Trigger 1

Trigger 2

Pre-Sets / Factory settings

Trigger 1 Trigger 2 Color

Lo Lo

Hi Lo red

Lo Hi green

Hi Hi yellow
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IP69k
12~30
VDC

+55
-25

life
50000hM12 360°RYG

T50 Series Touch Signal Light

·

·

·

Touch operation, easy to improve production 
efficiency
High-quality LED light source, long service life, 
energy saving and environmental protection
Easy to install, durable, fully sealed, protection 
class IP69K

2

3

1

4
5

T 5 0
Layers

01=DC 24V

0 11
Rated voltage

-

1 layer 3 colors

R Y G

R=Red
Y=Yellow
G=Green

Male
load

1 brown

3 blue

+

+

-4 black

2 white

B=Steady

NB -

Input voltage 12~30V
Work light operation

Mounting brackets

Function Wire Connecting Signal Color

P=NPN
N=PNP

T 5 0
Layers

1

order eg.：

wiring

1 brown(+) + 4 black(-) 

Before touch Touch

not RED

1 brown(+) + 3 blue(+)+4 black(-) YELLOWGREEND

2

3

1

4
5

Male

NPN

PNP

1 brown

3 blue

+

-

-4 black

2 white

Input voltage 12~30V
Work light operation wiring

1 brown(+) + 4 black(-) 

Before touch Touch

not RED

1 brown(+) + 3 blue(-)+4 black(-) YELLOWGREEND
load

30

20

50

53

25

62∅3
2

∅5

40
57.5
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IP67
12~30
VDC

+55
-25

life
50000hM12 360°RYG

B50 Series Push Button Signal Light

��∅��

∅�

�� ��.�

∅��

20

∅��

53

73
.5

·

·

·

Push button design, easy to improve 
production efficiency
Stainless steel button, high quality LED light 
source, long service life, energy saving and 
environmental protection
IP67 protection grade, durable and easy to 
install

Mounting brackets

2

3

1

4
5

B 5 0
Layers

01=DC 24V

0 11
Rated voltage

-

1 layer 3 colors

R Y G

R=Red
Y=Yellow
G=Green

Male
load

1 brown

3 blue

+

+

-4 black

2 white

B=Steady

NB -

Input voltage 12~30V
Work light operation

Function Wire Connecting Signal Color

P=NPN
N=PNP

B50 Series Push Button Signal Light

B 5 0
Layers

1

order eg.：

wiring

1 brown(+) + 4 black(-) 

Before pressing After pressing

not RED

1 brown(+) + 3 blue(+)+4 black(-) YELLOWGREEND

2

3

1

4
5

Male

NPN

PNP

1 brown

3 blue

+

-

-4 black

2 white

Input voltage 12~30V
Work light operation wiring

1 brown(+) + 4 black(-) 

Before pressing After pressing

not RED

1 brown(+) + 3 blue(-)+4 black(-) YELLOWGREEND
load
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12~30
VDC

+55
-25

life
50000hM12 360°RYG

I50 Series Infrared Signal Light

Mounting brackets

2

3

1

4
5

I 5 0
Layers

01=DC 24V

0 11
Rated voltage

-

1 layer 3 colors

R Y G

R=Red
Y=Yellow
G=Green

Male
load

1 brown

3 blue

+

+

-4 black

2 white

B=Steady

NB -

Input voltage 12~30V
Work light operation

Function Wire Connecting Signal Color

P=NPN
N=PNP

I 5 0
Layers

1

order eg.：

wiring

1 brown(+) + 4 black(-) 

Before induction After induction

not RED

1 brown(+) + 3 blue(+)+4 black(-) YELLOWGREEND

wiring

1 brown(+) + 4 black(-) 

Before induction After induction

not RED

1 brown(+) + 3 blue(-)+4 black(-) YELLOWGREEND

∅��

20

∅��

53

��∅��

∅�

��
��.�

2

3

1

4
5

Male

NPN

1 brown

3 blue

+

-

-4 black

2 white

Input voltage 12~30V
Work light operation

load

www.otennlux.com

PNP
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OBS1 OBS2

Combining high-end communication technology to build 
products suitable for intelligent factories
No additional power supply is required, only USB cable is 
connected, and LED indicator controlled by computer 
application program is used
The light source with high identification ability is used, 
which is bright and eye-catching, and has a long range of 
visibility
High quality aluminum, heat resistant and impact 
resistant, easy to install

Workplace:
Supported operating systems (32-bit/64 bit): Windows XP, 
Win 7, Win 10
Supporting libraries: VC++, VB, Delphi (only 32 bits), C # 
(only 64 bits)
USB communication cable VCC, D -, D+, GND, Shield
Support USB 1.1 interface or above, which can be used in 
host environment
Two ports can be used with computer USB 2.0 interface 
power supply DC5V/500mA
Driver download link: 
http://www.ftdichip.com/Documents/InstallGuides.htm

IP20
5V
DC RYG

USB Series LED Multi-Functional Signal Light

+55
-25

life
50000h 360°USB

OSC1 OSC2

O S C

OBS
OSC

order eg.：

R Y G1

1=Clear acrylic
2=Milky acrylic

- -

R=Red
Y=Yellow
G=Green

Light material Wire Connecting Signal Color

USB2.0

U S B

∅��

��
�

��
�

∅��

∅��

50∅

11
5

30
0

��

���°

∅
��

∅��

�×∅�

·

·

·

·



MSL1-301BN-RYG-RS485 OLE2-301BN-RYG-RS485

www.otennlux.com

Bottom outlet position

��

��
�.

�

�×�

��

∅�� Counterbore ×�

∅�×�

∅��∅��
∅��

���°

71

64∅
21
9

32
9

47∅

90∅

·

·

High-efficiency LED multi-function signal light greatly improves 
the long-distance visual performance
The double-mirror structure strengthens the propagation of LED 
light and produces a vivid color recognition effect

Communication format:
Support asynchronous serial port communication mode, accept 
commands sent by the host computer through the serial port.

Communication standard (baud rate) :9600 bps
Data bits :8
Stop bit :1
Check Digit :none
Flow control :none

Application:
All kinds of small automation equipment, packaging cleaning 
equipment, small processing machine tools, medium-sized CNC 
machine tools, processing centers, plastic packaging machinery, 
printing machinery, laboratories, precision testing equipment, 
small robotic arms, conveyor belts, heavy machinery, etc. require 
eye-catching alarm instructions Place.

RS485 Series LED Multi-Functional Signal Light

IP20
24V
DC RYG

+55
-25

life
50000h0.5m 360°

56

65

3× 4

77

120
°

��
�.

�

∅��

∅��

��

Wiring diagram:

Wiring instructions:
Red： Power supply + (DC24V)
Black: Power supply-
Yellow: 485_A+
Green: 485_B-

Yellow：A+

Red: power supply+

Green：B-

Black: power supply-

Steady 

485

Power 
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IP65

·
·

·
·

Using long-life LED as the light source, clear and pleasant speakers
Special diffusion lampshade and LED direct light distribution 
structure, to disperse bright signal light
Built in rotating -normal light -flash -slow flash mode
Flashing times: 60~80 times/min

Application:
Lifting machinery, construction machinery, ports, transportation, 
security equipment and other places.

OSLA-SPK Series Sound Signal Light and speakers

10~36
VDC

+50
-25

life
50000h0.3m 360°RO

NPN Wiring method

10~36V Negative

K1

K2

K3

K4

10~36V Anode
Brown Line（+）

Blue Line（-）

Orange Line（COM）
Yellow Line（K4）
White Line（K3）
Red Line（K2）
Black Line（K1）

2P line speed

5Pline speed

14
8

11
6

∅100

Out of line position

Loudspeaker hole

Out of line position

Mounting hole position
360° / 3-M4Ambrose

∅60

MP3
WAV15>90 dB

O S L A - S P K R--

R=Red
O=Orange

I O

order eg.：

Wire Connecting Signal Color

Brown Line（+）

Blue Line（-）

Orange Line（COM）
Yellow Line（K4）
White Line（K3）
Red Line（K2）
Black Line（K1）

2P line speed

5Pline speed

10~36V Negative

K1

K2

K3

K4

10~36V Anode

PNP Wiring method

Wiring diagram:
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Note: Only the two devices at the end of the RS485 bus need to be 
connected to 120Ω terminal matching resistors!

Blue Line

Brown Line

Yellow Line

Green Line

Black Line

Power GND

Power supply positive

RS485+/A

RS485-/B

RS485 Signal Land

IP65

Application:
Lifting machinery, construction machinery, ports, transportation, 
security equipment and other places.

O S L A - S P K

OSLA-SPK Series Sound Signal Light and speakers

R--

R=Red
O=Orange

10~36
VDC

+50
-25

life
50000h0.3m 360°RO

R S 4 8 5

MP3
WAV255>90dB

O S L A - S P K

order eg.：

Wire Connecting Signal Color

14
8

11
6

∅100

Out of line position

Loudspeaker hole

Out of line position

Mounting hole position
360° / 3-M4Ambrose

∅60

www.otennlux.com

Wiring diagram:

Suitable for industrial RS485 communication, output clear and 
light 8~48Khz MP3 Audio and sound panel embedded signal 
speaker
Set up to 255 IDs with a dedicated program
Using RS485 communication, 255 audio sources can be selected 
and played
Use USB C-TYPE data cable to save MP3 audio source
Support 128Mbyte storage capacity (file format: FAT)
Supports 4 communication speeds: 9600bps, 19200bps, 
38400bps, 115200bps
Material: ABS
Sound volume: Max.90dB at 1m
Ambient temperature: -25℃+50℃

·

·
·

·
·
·

·
·
·
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Note: Only the two devices at the end of the CAN bus need to be 
connected to the 120 Ω terminal matching resistor!

Power GND

Power supply positive

CAN-L

CAN-H

CAN Signal Land

IP65

Application:
Lifting machinery, construction machinery, ports, transportation, 
security equipment and other places.

O S L A - S P K

OSLA-SPK Series Sound Signal Light and speakers

R--

R=Red
O=Orange

10~36
VDC

+50
-25

life
50000h0.3m 360°RO

C A N

MP3
WAV255>90dB

14
8

11
6

∅100

Out of line position

Loudspeaker hole

Out of line position

Mounting hole position
360° / 3-M4Ambrose

∅60

order eg.：

Wire Connecting Signal Color

O S L A - S P K R--

R=Red
O=Orange

C A N

order eg.：

O S L A - S P KO S L A - S P KO S L A - S P K

order eg.：

Wire Connecting Signal Color

Blue Line

Brown Line

Yellow Line

Green Line

Black Line

Wiring diagram:

Panel-mounted signal speaker for industrial CAN communica-
tion, outputting clear and light 8~48Khz MP3 Audio and tones
255 IDs can be set by special program
Select and play 255 audio sources with CAN communication
Use USB C-TYPE data cable to save MP3 audio source
Supports 128Mbyte storage capacity (file format: FAT)
Supports CAN communication standard version 2.0A/2.0B
Supports 4 communication speeds: 125Kbps,250Kbps,500Kb-
ps,1Mbps

·

·
·
·
·
·
·

Panel-mounted signal speaker for industrial CAN communica-
tion, outputting clear and light 8~48Khz MP3 Audio and tones
255 IDs can be set by special program
Select and play 255 audio sources with CAN communication
Use USB C-TYPE data cable to save MP3 audio source
Supports 128Mbyte storage capacity (file format: FAT)
Supports CAN communication standard version 2.0A/2.0B
Supports 4 communication speeds: 125Kbps,250Kbps,500Kb-
ps,1Mbps

·

·
·
·
·
·
·
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IP23
12~36V

DC
+50
-25

life
50000h

MP3
WAV

OLSPK Series Signal loudspeaker IO type

O L S P K IO-01-

255>90dB

0V

12~36V

S1
S2
S3
S4
S5
S6
S7
S8

NPN Wiring Diagram

0V

12~36V

Ty
pe

-C
M

ax

Vo
lu

m
e

-
CO

M

K�

K�
K�
K�

K�
K�

NC
K�
K�

+ ��
~�

�V

S1
S2
S3
S4
S5
S6
S7
S8

·

·

·

·

Output clear and pleasant music sounds, embedded speakers, and 
update audio files through the type C USB interface
The olspk product has a built-in 512MB sdnand and supports MP3 and 
wav format files
Eight way optocoupler isolation input, common positive and negative, 
can control 255 segments of audio playback, input trigger signal to 
start playback, and disconnect trigger signal to stop playback
Adjust the volume through the built-in volume knob. Sound level 
greater than 90 dB

74
.9

14
.9

80

80

62

∅65

62

M4×4

Wire Connecting

PNP Wiring Diagram

Ty
pe

-C
M

ax

Vo
lu

m
e

-
CO

M

K�

K�
K�
K�

K�
K�

NC
K�
K�

+ ��
~�

�V

O L S P K

order eg.：

www.otennlux.com

Wiring diagram:



Application:
It can be used for long-distance warning of AGV, battery equipment, 
robots, various noisy factory environments or large equipment.

IP23
10~36
VDC

+50
-25

life
50000h

MP3
WAV255>90dB

Ty
pe

-C
M

ax

Vo
lu

m
e

-
CO

M

T-Res

T-Res
NC
NC

NC
NC

GND
A+
B-

+ ��
~�

�V

RS485 signal speaker wiring diagram

120Ω

485-SHIELD
RS485+
RS485- 0V

10~36V

Note: Only the two devices at the end of the RS485 bus need to be 
connected to 120Ω terminal matching resistors!

74
.9

14
.9

O L S P K RS485-
Wire Connecting

robots, various noisy factory environments or large equipment.

O L S P K

order eg.：

OLSPK Series Signal loudspeaker RS485 type

80

80

62

∅65

62

M4×4
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Wiring diagram:Suitable for industrial RS485 communication, output clear and 
light 8~48Khz MP3 Audio and sound panel embedded signal 
speaker
Set up to 255 IDs with a dedicated program
Using RS485 communication, 255 audio sources can be selected 
and played
Use USB C-TYPE data cable to save MP3 audio source
Support 128Mbyte storage capacity (file format: FAT)
Supports 4 communication speeds: 9600bps, 19200bps, 
38400bps, 115200bps
Material: ABS
Sound volume: Max.90dB at 1m
Ambient temperature: -25℃+50℃

·

·
·

·
·
·

·
·
·



OLSPK Series Signal loudspeaker CAN type
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Application:
It can be used for long-distance warning of AGV, battery equipment, 
robots, various noisy factory environments or large equipment.

IP23
10~36
VDC

+50
-25

life
50000h

MP3
WAV255>90dB

CAN signal speaker wiring diagram

Note: Only the two devices at the end of the CAN bus need to be 
connected to the 120 Ω terminal matching resistor!

Ty
pe
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M

ax

Vo
lu

m
e

-
CO

M

T-Res

T-Res
NC
NC

NC
NC

GND
CAN_L
CAN_H

+ ��
~�

�V

120Ω

SHIELD
CAN_L
CAN_H 0V

10~36V

74
.9

14
.9

O L S P K CAN-
Wire Connecting

robots, various noisy factory environments or large equipment.

O L S P K

order eg.：

80

80

62

∅65

62

M4×4

www.otennlux.com

Wiring diagram:
Panel-mounted signal speaker for industrial CAN communica-
tion, outputting clear and light 8~48Khz MP3 Audio and tones
255 IDs can be set by special program
Select and play 255 audio sources with CAN communication
Use USB C-TYPE data cable to save MP3 audio source
Supports 128Mbyte storage capacity (file format: FAT)
Supports CAN communication standard version 2.0A/2.0B
Supports 4 communication speeds: 125Kbps,250Kbps,500Kb-
ps,1Mbps

·

·
·
·
·
·
·



Application:
It can be used for long-distance warning of AGV, battery equipment, 
robots, various noisy factory environments or large equipment.

IP23
10~36
VDC

+50
-25

life
50000h

OLSPK Signal speaker simple IO type

5>90dB

74
.3 50

15
80

80

62

63.2

62

M4×4
Mounting screws

O L S P K IO-02-
Wire Connecting

OLSPK Signal speaker simple IO type

O L S P K

order eg.：
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IO type 5 tone signal speaker wiring diagram

GNDK� K�K� K� K�

- +
DC ��~��V

Max

Volume

S1 S2 S3 S4 S5

Wiring diagram:

·

·

·

·

·

Panel-mounted signal speaker that emits a light, bright 8th 
harmonic tone
The size of the mounting port is the same as the size of the general 
machinery (62x62mm), and the product is very compatible for 
installation.
No need to open the product, the volume can be adjusted at the 
back, the volume is greater than 90dB
Various signal tones such as warning tones, music tones or alert 
tones can be selected according to the purpose of the message
Terminal blocks for power wiring are provided at the back of the 
product

Warning tone 

Music tone 

Prompt 

Fire A-ANA tone

Emergency WA-U tone

First Aid PI-PO Voice

Intermittent PI-PI tone

7 short 1 long tones

Happy My Home

To Alice

Cuckoo Waltz

Piano Concerto

Turkish March

Electric bell tone

Dingdong sound

Telephone ringing tone

Fast intermittent tone

Tripping Bead Sound

S1

S2

S3

S4

S5

S1

S2

S3

S4

S5

S1

S2

S3

S4

S5

ChannelBuilt-in sound For example Volume

>90bB

（Voltage /
 Current）

10~36V DC

0.7A

Tone detailed specifications
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IP65
15~36V

DC
+50
-25

life
50000h

MP3
WAV

DOLSPK Signal loudspeaker IO type

15100dB

·
·
·

·
·

IO type loud speaker for clear and dynamic music output
Supports MP3 and WAV files
Playback can be controlled with 15 audio segments, input trigger 
signal to start playback, disconnect trigger signal to stop playback
Volume adjustment via external knob, maximum volume: 100dB
Operating voltage range: 15VDC~36VDC

Application:
It can be used for long-distance warning of AGV, battery equipment, 
robots, various noisy factory environments or large equipment.

D O L S P K I O-
Wire Connecting

DOLSPK Signal loudspeaker IO type

D O L S P K

order eg.：

NPN Wiring method

15~36V Negative

K1

K2

K3

K4

15~36V Anode
Brown Line（+）

Blue Line（-）

Orange Line（COM）
Yellow Line（K4）
White Line（K3）
Red Line（K2）
Black Line（K1）

2P line speed

5Pline speed

Brown Line（+）

Blue Line（-）

Orange Line（COM）
Yellow Line（K4）
White Line（K3）
Red Line（K2）
Black Line（K1）

2P line speed

5Pline speed

15~36V Negative

K1

K2

K3

K4

15~36V Anode

PNP Wiring method

50
∅9.5

177.3

14
4.

2

130.5

214.5

Wiring diagram:
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IP65
15~36V

DC
+50
-25

life
50000h

MP3
WAV

DOLSPK Signal loudspeaker 
255100dB

50
∅9.5

177.3

14
4.

2

130.5

214.5

D O L S P K -

RS485 type
CAN type

RS485

DOLSPK Signal loudspeaker 

D O L S P K

order eg.：

Wire Connecting

Note: Only the two devices at the end of the RS485/CAN bus need to be connected to 120Ω terminal matching resistors!

Blue Line

Brown Line

Yellow Line

Green Line

Black Line

Power GND

Power supply positive

RS485+/A

RS485-/B

RS485 Signal Land

Power GND

Power supply positive

CAN-L

CAN-H

CAN Signal Land

Blue Line

Brown Line

Yellow Line

Green Line

Black Line

Wiring diagram:

Panel-mounted signal speaker for industrial CAN /RS485communication,output-
ting clear and light 8~48Khz MP3 Audio and tones
255 IDs can be set by special program
Select and play 255 audio sources with CAN communication
Use USB C-TYPE data cable to save MP3 audio source
Supports 128Mbyte storage capacity (file format: FAT)
Supports CAN/RS485communication standard version 2.0A/2.0B
SRS485  upports 4 communication speeds: 9600bps，19200bps，38400bps，
115200bps
Supports 4 communication speeds: 125Kbps,250Kbps,500Kbps,1Mbps

·
·
·
·
·
·
·
·

·
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The appearance and specifications of the products in this catalog can be changed according to quality improvement.

Universal bracket

Accessories

 φ23.5 stainless steel L bracket
 φ32 stainless steel L bracket

AL30系列D支架 43.6×28.8mm AL30 series D bracket

Suitable for OM, OB, OS, OP, OH signal light seriesConnecting rod

D Bracket

M12 cable

X bracket Suitable for installation of AL60 series and OL60 series.

Suitable for installation of FSLED series

Suitable for SLED2 magnetic seat lamp seriesAdapter

Light modulator

/1.5m
/1.5m
/1.5mM12 four-core cable

M12 five-core cable
M12 eight-core cable
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